
Video Display Unit (VDU) Initialization

1. Connect the Operator Interface Device (OID) keyboard to the VDU (underneath, near front, lower left corner).
2. Apply power to the VDU.
3. Press function key F3 to enter the setup mode. The VDU will display the General Setup PAge. If this action 

fails to display the General Setup Page, press the Control and F20 keys simultaneously to display the General 
Setup Page. If you still don’t have the General Setup PAge, the VDU is probably defective.

4. Verify Firmware Version is at least: 28 MAR 1991  Ver 2.07
NOTE

In lower right corner of screen the Setup Directory will be displayed. Function 
keys F1 through F9 are used to display different Setup Pages.

5. General Setup Page F1

6. Communication Setup F2

FUNCTION KEY PAGE
F1 General Setup
F2 Communication Setup
F3 Display Setup
F4 Keyboard Setup
F5 ANSI Setup
F6 Function Key Setup
F7 Tabs Setup
F8 Answerback Setup
F9 Exit

Other available commands in the Setup Mode are:
D Reset terminal configuration to the factory default
E Exit Setup Mode
H Help
S Saves all current settings in non-volatile memory

Emulation VT220-7 Auto Page Off
Enhancements Off Warning Bell On
Virtual Memory Off Margin Bell Off
Scroll Style Jump Bell Sound 1
Auto Scroll On Block Terminator US\CR
Auto Wrap On Send ACK Off
Received CR CR Monitor Mode OFF

Main Baud 9600 Aux Baud 9600
Main Data/Parity 8/None Aux Data/Parity 8/None
Main Stop Bits 1 Aux Stop Bits 1
Ignore 8th Bit Off Aux Rcv Hndsk XON/XOFF
Main Rcv Hndsk XON/XOFF Aux Xmt Hndsk None
Main Xmt Hndsk None Aux Port RS232
Comm Mode Full Duplex Aux Interface RS232
Disconnect 2 Sec Printer Parallel



7. Display Setup F3

8. Keyboard Setup F4

9. ANSI Setup F5

10. Function Key Setup F6
None

11. Tabs Setup F7
None

12. Answerback Setup F8
None

13. Press Function Key F1
14. Save Configuration, press S
15. Exit Setup Mode, press F9
16. Disconnect power from VDU
17. Disconnect keyboard from VDU

Columns 80 Background Dark
80/132 Clear On Attributes Char
Lines 24 Wprt Intensity Dim
Pages 1xLines Wprt Reverse Off

* Status Line Off Wprt Underline Off
Cursor Style Blink Block Refresh Rate 60 Hz

* Cursor Off Pound Char US
Screen Saver 15 Min Auto Font Load On

* = Not Factory Default Setting

Key Click On Compose Key Funct
Key Repeat On Break 250 ms
Key Lock Caps Xmt Limit None
Return Key CR Fkey Xmt Limit None
Enter Key CR Key Code ASCII
Erase Key DEL/BS Language US

Fkey Lock Off Print National
Feature Lock Off Send All
Keypad Numeric Send Area Screen
Cursor Keys Normal Print Area Screen
Xfer Term EOS Send Term None
Char Mode Multinational Print Term None
Keys Typewriter Print Mode Normal
VT100 ID VT100 Auto Answerback Off


